


Feasibility Study

Pamela Park Neighborhood Roadway Improvement

November 25, 2009
Page 2

EXISTING CONDITIONS:

Public Utilities

Trunk sanitary sewer pipes in the project area are in satisfactory condition except
at 8 spot locations where the trunk pipe has cracked. The segment of trunk
sanitary sewer pipe between 5820 Kellogg Avenue and Kelogg Avenue’s
intersection with 59" Street has multiple distresses along its length including
sags, intruding roots and cracks along its walls. At the time this study was
printed, City staff continues to investigate the condition of the trunk sanitary
sewer pipe in Brookview Avenue between 58" and 59" Avenues. This segment
of trunk pipe may be in poor condition.

Trunk water main and service pipes in the project area are in satisfactory
condition. Fire hydrants are too close to the edge of a driveway pavement at four
properties.

Additionally, 19 bulk headed sanitary sewer and water service pipes each from
the Pamela Park property are connected to the trunk sanitary sewer and water
main trunk pipes respectively beneath Oaklawn Avenue. These services were
originally installed by the deveioper when they thought the parcels along the east
side of Oaklawn Avenue, that ultimately became part of Pamela Park, would be
the site of single family homes.

The project area is located in the legal boundary of the Minnehaha Creek
watershed. Most of the storm water runoff leaving individual properties travels
along street edges through street intersections to storm water inlet structures. in
some cases, the runoff travels 2 to 3 times further overland than the
recommended maximum distance of 500 feet before entering an inlet. Because
of the limited amount of storm sewer within the project area, runoff pools along
the edges of the streets or in select intersections. Some of the storm sewer trunk
pipes serving the project area do not meet the City’s capacity standards. 23
residents reported storm water runoff problems via the questionnaire.

As part of the recent reconstruction of Wooddale Avenue, storm sewer pipe was
upgraded in 60" Street between Wooddale and QOaklawn Avenues. The upgrade
included reconstructing this segment of 60th Street to City standards. This
particular segment of 60" Street is not part of this project.

Subgrade soils in the project area are generally silty sand. 29 home owners told
us they operate sump pumps via returned questionnaires. They use these pumps
to convey ground water away from their homes. In most cases, their pumps
discharge into their yards or an adjacent street. The discharges either seep back
towards their, or their neighbors home, or pool along street edges.

The storm water drainage needs of the project area are marginally satisfied with
the existing storm sewer pipe network, bituminous valley gutters, and jongitudinal
street slopes.

Private Utilities

Providers of privately owned gas, electric, telephone, and cable television utilities
all have infrastructure in the neighborhood. These utilities are either overhead on
poles or buried underground both within and outside of the street right-of-way
(ROW).



